CodeSet 701

CodeSet 701 - Bang&Olufsen

J

————— See: Command 039

Command 039 is used to execute CodeSet 701 (Bang&Olufsen).

CodeSet 701 holds a number of parameters, allowing you to manipulate the behavior of the signals.
You can instruct the code to be send as normal InfraRed code, as InfraRed link code or as digital
signals.

We offer special ApplicationNotes showing how to control a BeoSystem by IR or digital signals from a
computer, by means of the TT455-RT-238.

See our web-site: Support | ApplicationNotes

01 00039701 <1 ><2><3><4><5><6><7>CHK

AA A A A A
L CHK = Checksum ( 3-digits)
<7> = Parameter 7 ( 3-digits, typically repeat # )

<6> = Parameter 6 ( 3-digits )

<56> = Parameter 5 ( 3-digits )

<4> = Parameter 4 ( 3-digits )

<3> = Parameter 3 ( 3-digits )

<2> = Parameter 2 ( 3-digits )

<1> = Parameter 1 ( 3-digits )

701 = CodeSet (701 =Bang&Olufsen)

039 = Command ( 3-digits, ControlAction=039 )
00 = From ( 2-digits, PC =00)

01 =To ( 2 digits, default = 01)
CodeSet 701 parameters 1-7
Par 1 Par 2 Par 3 Par 4 Par 5 Par 6 Par7
Address Command  Output Format Unused Unused Repeat
A A A
TV, Radio 5, Go,etc. IRor Remote or
etc. Digital Link
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CodeSet 701

The codes you want to transmit can be copied |

from your B&O remote control. A

Connect a TT455-RT-238 and startup our X ¢
Configurator program. -

See our web-site: Support | GetStarted

TT455-RT-238

Keyring BeolLink1000
Beo4

Beo5

Short push: On
Long push: Off

Standard mode
recommended

A The wheel sends
audio volume

V The wheel sends
video volume

o The wheel sends
link codes
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CodeSet 701

2 linTronic Configurator, Version: 001.003.003
Products Bootloader DataSampler CheckForUpdates Log  OnlineHelp

Product T Commport T Special Commands

Address Software Drate _Time

- Connect | |

Hardware Type
[ Show features | |
Communication
Clear
_—TFleceived ackages
( @ 0001 28000000165 Q0072070007 220000007 65
Tranzmitted FPackages

| |
Send again

If you connect a TT455-RT-238 to your computer and start up our Configurator, you can copy the
codes you want to use, directly from the B&O remote.

A received command 801 (B&O detected) holds the following parameters:

0001801000128000000165

A A
L Checksum  3-digits (for whole telegram)
Parameter 4 3-digits (B&O format)
Parameter 3 3-digits (always 000 for reception)
Parameter 2 3-digits (B&O command)
Parameter 1 3-digits (B&O address)
Command (801 = B&O detected)
From 2-digits TT455-RT-238's address
To 2-digits PC address = 00

The blue section (parameter 1-4) can be inserted directly in your outgoing command 039,
followed by parameter 5 (000) and parameter 6 (000) and a repeatnumber (001):
0100039701000128000000000000001CHK

All you need to do is calculate checksum or insert "---" instead of "CHK".
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CodeSet 701

2 LinTronic Configurator, Version: (01.003.003
Products Bootloader DataSampler CheckForlipdate

Product T Commport Special Commandz

o

:I:jG
v Bisonly | Addess [ Enmma@ata [ Checksum R 0001 28000000

[ Twonly [ Addresz [ Command [ Data [ Checksum

[ Log changes only Clear

Transmitted Packages

I |
Send again

Or you can activate the LOG and check RxOnly and Data, which will strip off what you do not
want to see. This makes it a little easier to see what is coming in.

It is recommend you CLEAR on every new activation of the remote, but not required.

You will soon learn that some of the buttons on the B&O remotes (depending on mode), send out
more than one code.

Some buttons send out a code when you activate it. And if you hold the button activated, a
different code is transmitted from the remote.

Also some buttons do not send as frequent as you could expect.

For example LIST and the numbers are only send out ONCE. But the directions keys and volume
is repeated as long as the button is activated.

Personally | preferre this way of reading the remote.
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& CommandList

OnLineHelp  MotePad

Rezerved for future uze | Automatic continious test - careful |
D awnlnad comrmandz from web-database | Copy commands from your remote control
Dizable decoder
Copy BemoteControl R emoteControlFunction MAT1TFIE MED o
: = 219/719 1A
" Stop copying |PDWEH J 227ITET Pioneer bt
Vour devices [IR 36-40 KHz) [ Alphabetic Decoding alternatives
@ang and Olufzen remote [ AutoMextFunction | j =
CommandList
BrandMame [Sony, Boze, ete] Device [TY, DVD, CD, etc]  TypeMumber
[BANGOLUFSEN . T v ALl
701 00000:20000000000000071 =3 Test |
071 000002000000000000007 =2

Repeat |

Upload toweb

Local CommandLiztFiles

f¢ Mozorting O . bpCode .. by Command i | (T, |

If you simply want to get it over and done, without really understanding it all, then you can goto
CommandList and copy the codes, which will show up fully decoded and ready to transmit.

It is recommended you set the RepeatNumber to 001.
You can manually edit the name of the command.
You can even mark the commands (blue) and click TEST which will generate a Command 039

sending out the code through the TT455-RT-238, including checksum (see TRANSMITTED text
field on Configurator).
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Controlling a BeoSystem from the computer

We have a special ApplicationNote on this subject. See our web-site:
Support | ApplicationNotes | TT455-RT-238 | Controlling a BeoSystem ...

CodeSet 701's parameter 3 allows you to specify whether you want the command to be
transmitted as InfraRed or as a digital signal connected to the BeoSystem's IR input.

701000128000000000000001=Command

L 000 = InfraRed (455 KHz)

L 001 = Signal is send on TT455-RT-238's digital output 1

A 002= Signal is send on TT455-RT-238's digital output 2

L 003 = Signal is send on TT455-RT-238's digital output 1 and 3

NOTE:

If you want to send the code on the digital outputs connected to the IR input of a BeoSystem,
then the digital outputs pull-up resistor must be removed. See our web-site:

Support | ApplicationNotes | TT455-RT-238 | Removing pull-up ...

Sending/Receiving commands on BeolLink

We have a special ApplicationNote on this subject. See our web-site:
Support | ApplicationNotes | TT455-RT-238 | Sending/Receiving commands on BeoLink

CodeSet 701's parameter 4 allows you to specify in which format you want the command
transmitted.

701000128000000000000001=Command

L! 000 = Normal (most B&O remote codes)
001 = Vtape2 (example)
A 008 = Link

NOTE:
Please observe that the decoder or log, will tell you in parameter 4, in which format the
command was received/decoded.
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',
l . — BeoSystem
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IR DATA INPUT
DIGITAL OUTPUT 2 (PULL-UP REMOVED)

RS232
EXTERNAL RECEIVER
TT-IR-8087030
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,9 7cm
o
)

TT455-RT-238

LinTronic

recommended
solution.

See this AppNote on how to remove pull-up-resistor:
http://www.lintronic.dk/AppNote_Relays_DigitalOutputs.pdf
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