Command 232 Command 232

Command 232, FixedTrigger

Command 232 was a wish by an installer wanting to send program-fixed Trigger instructions to the
Memory Map.

Command 2323 allows the programmer of an automation system, to allocate fixed commands in his
program, for a specific Action in the TT455-RT-238 (for example DVD PLAY), but simply change the
configuration of the TT455-RT-238 in order to control the wanted type of DVD player. If the customer
changes the DVD player, then only the TT455-RT-238 needs a reconfiguration, not the computer
program.

Command 232 requires a set of parameters.

<0100232<1><2>CHK>
A
T t CHK = Checksum ( Range: 000 - 255 or ---)

<2> = Parameter 2 = Trigger, 3 digits
<1> = Parameter 1 = Mode, 3 digits
232 = FixedAction
00 = From ( 2-digits, PC =00)
01 =To ( 2 digits, default =01)

<1> Parameter 1

Mode RS232 Mode A = value 132 (more modes can be added by LinTronic)

<2> Parameter 2

Trigger Range 000 - 255 (allows up to 256 commands for each RS232 mode)

Example: <0100232132010--->

This command will instruct the TT455-RT-238 with
address 01 to be triggered by

command 232 in

mode 132 (Mode A =132)

trigger 010 (Command 010)
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Command 232

TT455-RT-238 Memory Map

To fully understand how this works, experience in setting up the Memory Map is required.
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